ESTTA Tracking number: ESTTA1306374
Filing date: 08/28/2023

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE
BEFORE THE TRADEMARK TRIAL AND APPEAL BOARD

Petition for Cancellation
Notice is hereby given that the following party has filed a petition to cancel the registration indicated below.

Petitioner information

Name Stagestep, Inc.
Entity Corporation Incorporated or Pennsylvania
registered in
Address 4701 BATH STREET
#46 B

PHILADELPHIA, PA 19137
UNITED STATES

Attorney informa- | PETER M. DE JONGE

tion THORPE NORTH & WESTERN, LLP

175 SOUTH MAIN STREET

SUITE 900

SALT LAKE CITY, UT 84111

UNITED STATES

Primary email: litigation@tnw.com

Secondary email(s): dejonge@tnw.com, jillaine.chaston@tnw.com,
kaelynn.moultrie@tnw.com, lexi.durfee@tnw.com

801-566-6633

Docket no. 4768-021

Registration subject to cancellation

Registration no. 6603389 | Registration date | 12/28/2021
Register Principal
Registrant Elite Flooring, Inc.

3550 MEEKER AVE.
EL MONTE, CA 91731
UNITED STATES

Goods/services subject to cancellation

Class 019. First Use: Oct 1, 2021 First Use In Commerce: Oct 1, 2021

All goods and services in the class are subject to cancellation, namely: vinyl flooring; vinyl floor tiles
and planks; non-metal floor tiles and planks; non-metal indoor floor tiles and planks; non-metal floor
tiles and planks for residential and commercial buildings

Grounds for cancellation

Priority and likelihood of confusion Trademark Act Sections 14(1) and 2(d)
Dilution by blurring Trademark Act Sections 14(1) and 43(c)
Dilution by tarnishment Trademark Act Sections 14(1) and 43(c)
False suggestion of a connection with persons, Trademark Act Sections 14(3) and 2(a)
living or dead, institutions, beliefs, or national




symbols

Other

Common law rights in standard character mark
ENCORE since at least as early as October 23,
2004 in connection with portable hardwood floor-
ing and portable hardwood flooring panels.

Marks cited by petitioner as basis for cancellation

U.S. application 97533661 Application date 08/03/2022

no.

Register Principal

Registration date | NONE Foreign priority NONE
date

Word mark ENCORE

Design mark

Description of NONE

mark

Goods/services

Class 019. First use: First Use: Oct 23, 2004 First Use In Commerce: Oct 23,

2004

portable hardwood flooring; portable hardwood flooring panels

U.S. application/ registration | NONE Application date NONE
no.

Register NONE

Registration date NONE

Mark ENCORE

Goods/services

portable hardwood flooring; portable hardwood flooring panels

Attachments ENCORE Petition to Cancel with Exhibits.pdf(3258838 bytes )
Signature /Peter M. de Jonge/
Name Peter M. de Jonge

Date

08/28/2023




Peter M. de Jonge

Jillaine Chaston

THORPE, NORTH & WESTERN, L.L.P.
175 South Main Street, Suite 900

Salt Lake City, UT 84111

Phone: (801) 566-6633

Fax: (801) 566-0750

TNW Ref. No.: 4768-021

Attorneys for Petitioner, Stagestep, Inc.
Respondent’s Mark: ENCORE
U.S. Trademark Registration No.: 6603389

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE
TRADEMARK TRIAL AND APPEAL BOARD

Stagestep, Inc.
Petitioner,

V. Cancellation No.

Elite Flooring, Inc.

Respondent.

PETITION TO CANCEL

Stagestep, Inc. (“Stagestep”), a corporation existing under the laws of the State of
Pennsylvania, having a principal place of business at 4701 Bath Street #46 B, Philadelphia,
Pennsylvania 19137, believes it will be damaged by the continued registration of U.S. Trademark
Registration No. 6603389 for the standard character mark ENCORE and alleges the following:

1. Upon information and belief, Elite Flooring, Inc. (“Respondent”) is a corporation
organized under the laws of the State of California.
2. Upon information and belief, Respondent has a principal place of business at 3550

Meeker Ave., El Monte, California 91731.



10.

Upon information and belief, Respondent is the owner of U.S. Trademark Registration
No. 6603389 (“’389 Registration”) for the mark ENCORE registered for use with “vinyl
flooring; vinyl floor tiles and planks; non-metal floor tiles and planks; non-metal indoor
floor tiles and planks; non-metal floor tiles and planks for residential and commercial
buildings” in International Class 019.

The 389 Registration claims the dates of first use anywhere and in commerce are
October 1, 2021.

On August 3, 2022, Stagestep filed U.S. Application Serial No. 97533661 for the mark
ENCORE for use with “portable hardwood flooring; portable hardwood flooring panels”
in International Class 019 (“Stagestep’s Application”). The TSDR extract of the
Application is incorporated as Exhibit A.

On May 26, 2023, the USPTO issued an office action to Stagestep’s Application citing
Respondent’s Registration as a barrier to registration based on likelihood of confusion.
Stagestep has used the mark ENCORE with “portable hardwood flooring; portable
hardwood flooring panels” anywhere and in commerce since at least as early as October
23, 2004, and has acquired significant common law trademark rights and goodwill in its
ENCORE mark through use of the mark since at least as early as October 23, 2004.

On July 11, 2023, Stagestep filed an Amendment to Allege Use for the Application. The
Amendment to Allege Use is incorporated herein as Exhibit B.

Stagestep’s October 23, 2004, date of first use is earlier than Respondent’s October 1,
2021, date of first use.

Stagestep believes its ENCORE mark is famous and became famous prior to the ‘389

Registration’s application filing date on September 13, 2018.



11. Continued registration of the ‘389 Registration is likely to damage Stagestep by blurring
and dilution by tarnishment of Stagestep’s ENCORE mark.

12. Respondent’s continued use of the ENCORE mark when used in connection with the
registered goods so resembles Stagestep’s ENCORE mark as to be likely to cause
confusion, to cause mistake, or to deceive. Such confusion is likely to falsely suggest a
connection between Respondent and Stagestep.

13. Stagestep has been damaged and will continue to be damaged by the continued

registration of the ‘389 Registration.

WHEREFORE, Stagestep, Inc. respectfully requests that U.S. Trademark Registration
No. 6603389 for the mark ENCORE be cancelled. The statutory cancellation filing fee of
$600.00 is included herewith. Please charge any additional fees and credit any overpayment to

Deposit Account No. 20-0100.

DATED this 28th day of August, 2023.
Respectfully submitted,
THORPE NORTH & WESTERN, LLP
/s/Peter M. de Jonge/

Peter M. de Jonge
Jillaine Chaston

Attorneys for Petitioner,
Stagestep, Inc.



EXHIBIT A



Generated on: This page was generated by TSDR on 2023-08-24 11:09:06 EDT
Mark: ENCORE

ENCORE

US Serial Number: 97533661 Application Filing Aug. 03, 2022
Date:

Register: Principal
Mark Type: Trademark
TM5 Common Status LIVE/APPLICATION/Under Examination
Descriptor:
The trademark application has been accepted by the Office (has met the

minimum filing requirements) and that this application has been assigned to
an examiner.

Status: A non-final Office action has been sent (issued) to the applicant. This is a letter from the examining attorney requiring additional
information and/or making an initial refusal. The applicant must respond to this Office action. To view all documents in this file, click on
the Trademark Document Retrieval link at the top of this page.

Status Date: May 26, 2023

Mark Information

Mark Literal ENCORE
Elements:

Standard Character Yes. The mark consists of standard characters without claim to any particular font style, size, or color.
Claim:
Mark Drawing 4 - STANDARD CHARACTER MARK
Type:

Goods and Services

Note:

The following symbols indicate that the registrant/owner has amended the goods/services:
e Brackets [..] indicate deleted goods/services;
e Double parenthesis ((..)) identify any goods/services not claimed in a Section 15 affidavit of incontestability; and
e Asterisks *..* identify additional (new) wording in the goods/services.

For: portable hardwood flooring; portable hardwood flooring panels

International 019 - Primary Class U.S Class(es): 001, 012, 033, 050
Class(es):
Class Status: ACTIVE
Basis: 1(b)
First Use: Oct. 23, 2004 Use in Commerce: Oct. 23, 2004

Basis Information (Case Level)

Filed Use: No Currently Use: No
Filed ITU: Yes Currently ITU: Yes
Filed 44D: No Currently 44E: No
Filed 44E: No Currently 66A: No
Filed 66A: No Currently No Basis: No

Filed No Basis: No

Current Owner(s) Information




Owner Name:

Owner Address:

Legal Entity Type:

Stagestep, Inc.

4701 Bath Street #46 B
Philadelphia, PENNSYLVANIA UNITED STATES 19137

CORPORATION State or Country PENNSYLVANIA
Where Organized:

Attorney/Correspondence Information

Attorney Name:

Attorney Primary

Attorney of Record
Peter M. de Jonge Docket Number: 4768-011.TM

trademarkdocket@tnw.com Attorney Email Yes

Email Address: Authorized:
Correspondent
Correspondent Peter M. de Jonge
Name/Address: THORPE NORTH & WESTERN, LLP
8180 SOUTH 700 EAST, SUITE 350
SANDY, UTAH UNITED STATES 84070
Phone: 801-566-6633 Fax: 801-566-0750
Correspondent e- trademarkdocket@tnw.com Correspondent e- Yes
mail: lindsi.walker@tnw.com celeste.fitt@tnw.com mail Authorized:
Domestic Representative - Not Found
Prosecution History
Date Description :"Lont:gzging
Jul. 12, 2023 AMENDMENT TO USE PROCESSING COMPLETE 88889
Jul. 12, 2023 USE AMENDMENT FILED 88889
Jul. 11, 2023 TEAS AMENDMENT OF USE RECEIVED
May 26, 2023 NOTIFICATION OF NON-FINAL ACTION E-MAILED
May 26, 2023 NON-FINAL ACTION E-MAILED
May 26, 2023 NON-FINAL ACTION WRITTEN 96135
May 19, 2023 ASSIGNED TO EXAMINER 96135

Aug. 25, 2022 NEW APPLICATION OFFICE SUPPLIED DATA ENTERED
Aug. 06, 2022 NEW APPLICATION ENTERED

TM Staff and Location Information

TM Attorney:

Current Location:

TM Staff Information

MARSH, LAURA KATHLEEN Law Office LAW OFFICE 107
Assigned:
File Location
TMEG LAW OFFICE 107 - EXAMINING Date in Location: May 26, 2023

ATTORNEY ASSIGNED



EXHIBIT B



PTO- 1553
Approved for use through 03/31/2024. OMB 0651-0054

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number

Trademark/Service Mark Amendment to Allege Use
(15 U.S.C. Section 1051(c))

The table below presents the data as entered.

\ T

SERIAL NUMBER 97533661

EXTENSION OF USE NO

MARK SECTION

MARK mark

LITERAL ELEMENT ENCORE

STANDARD CHARACTERS YES

USPTO-GENERATED IMAGE YES

LS T The mark C(')nsists of standard characters, without claim to any particular
font style, size or color.

OWNER SECTION

NAME Stagestep, Inc.

MAILING ADDRESS 4701 Bath Street #46 B

CITY Philadelphia

STATE Pennsylvania

ZIP/POSTAL CODE 19137

STATE/COUNTRY/REGION/JURISDICTION/U.S.

TERRITORY United States

EMAIL XXXX
ATTORNEY INFORMATION (current)

NAME Peter M. de Jonge

ATTORNEY BAR MEMBERSHIP NUMBER XXX

YEAR OF ADMISSION XXXX

U.S. STATE/ COMMONWEALTH/ TERRITORY XX

FIRM NAME THORPE NORTH & WESTERN, LLP
STREET 8180 SOUTH 700 EAST, SUITE 350
CITY SANDY

STATE Utah

POSTAL CODE 84070

COUNTRY/REGION/JURISDICTION/U.S.
TERRITORY

PHONE 801-566-6633

United States


https://tmng-al.uspto.gov/resting2/api/img/97533661/large

FAX

EMAIL

DOCKET/REFERENCE NUMBER
ATTORNEY INFORMATION (proposed)
NAME

ATTORNEY BAR MEMBERSHIP NUMBER
YEAR OF ADMISSION

U.S. STATE/ COMMONWEALTH/ TERRITORY
FIRM NAME

STREET

CITY

STATE

POSTAL CODE

COUNTRY/REGION/JURISDICTION/U.S.
TERRITORY

PHONE
FAX
EMAIL

DOCKET/REFERENCE NUMBER

OTHER APPOINTED ATTORNEY

801-566-0750
trademarkdocket@tnw.com

4768-011.TM

Peter M. de Jonge

XXX

XXXX

XX

THORPE NORTH & WESTERN, LLP
8180 SOUTH 700 EAST, SUITE 350
SANDY

Utah

84070

United States

801-566-6633
801-566-0750
trademarkdocket@tnw.com
4768-011.TM

Garron M. Hobson, Peter M. de Jonge, Steve M. Perry, Gary P. Oakeson,
David W. Osborne, Jason R. Jones, Christopher L. Johnson, Erik S.
Ericksen, Mark Bettilyon, Alex W. Haymond, Todd B. Alder, Jed H.
Hansen, Randy M. Braegger, David Armantrout, Alicia M. Lewis, Jillaine
Chaston, Kurt Hendricks, Joseph Harmer, Brett J. Davis, Cody Winchester,
Corey Bingham, Jonathan Mena, Justin Johanson

CORRESPONDENCE INFORMATION (current)

NAME

PRIMARY EMAIL ADDRESS FOR
CORRESPONDENCE

SECONDARY EMAIL ADDRESS(ES) (COURTESY
COPIES)

DOCKET/REFERENCE NUMBER

PETER M. DE JONGE

trademarkdocket@tnw.com

lindsi.walker@tnw.com

4768-011.TM

CORRESPONDENCE INFORMATION (proposed)

NAME

PRIMARY EMAIL ADDRESS FOR
CORRESPONDENCE

SECONDARY EMAIL ADDRESS(ES) (COURTESY
COPIES)

DOCKET/REFERENCE NUMBER
GOODS AND/OR SERVICES SECTION
INTERNATIONAL CLASS

CURRENT IDENTIFICATION

GOODS OR SERVICES

Peter M. de Jonge

trademarkdocket@tnw.com

lindsi.walker@tnw.com; celeste.fitt@tnw.com

4768-011.TM

019
portable hardwood flooring; portable hardwood flooring panels

KEEP ALL LISTED



FIRST USE ANYWHERE DATE 10/23/2004

FIRST USE IN COMMERCE DATE 10/23/2004

SPECIMEN FILE NAME(S)
ORIGINAL PDF FILE SPNO0-6514414582-202307101 50741967943 . ENCORE_Spec imen.pdf
CONVERTED PDF FILE(S) WTICRS\EXPORT18\IMAGEQOUT 18\975\336\97533661\xmI2\
(56 pages) AAU0002.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0003.JPG

WTICRS\EXPORTI18\IMAGEOQOUT 18\975\336\97533661\xmI2\
AAU0004.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0005.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0006.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0007.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0008.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0009.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0010.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0011.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0012.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0013.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0014.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0015.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0016.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0017.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0018.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0019.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0020.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0021.JPG



../SPN0-6514414582-20230710150741967943_._ENCORE_Specimen.pdf
../AAU0002.JPG
../AAU0002.JPG
../AAU0003.JPG
../AAU0003.JPG
../AAU0004.JPG
../AAU0004.JPG
../AAU0005.JPG
../AAU0005.JPG
../AAU0006.JPG
../AAU0006.JPG
../AAU0007.JPG
../AAU0007.JPG
../AAU0008.JPG
../AAU0008.JPG
../AAU0009.JPG
../AAU0009.JPG
../AAU0010.JPG
../AAU0010.JPG
../AAU0011.JPG
../AAU0011.JPG
../AAU0012.JPG
../AAU0012.JPG
../AAU0013.JPG
../AAU0013.JPG
../AAU0014.JPG
../AAU0014.JPG
../AAU0015.JPG
../AAU0015.JPG
../AAU0016.JPG
../AAU0016.JPG
../AAU0017.JPG
../AAU0017.JPG
../AAU0018.JPG
../AAU0018.JPG
../AAU0019.JPG
../AAU0019.JPG
../AAU0020.JPG
../AAU0020.JPG
../AAU0021.JPG
../AAU0021.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0022.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0023.JPG

WTICRS\EXPORTI18\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0024.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0025.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0026.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0027.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0028.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0029.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0030.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0031.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0032.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0033.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0034.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0035.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0036.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0037.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0038.JPG

WTICRS\EXPORTI1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0039.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0040.JPG

WTICRS\EXPORT18\IMAGEOQOUT 18\975\336\97533661\xmI2\
AAU0041.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0042.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0043.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\


../AAU0022.JPG
../AAU0022.JPG
../AAU0023.JPG
../AAU0023.JPG
../AAU0024.JPG
../AAU0024.JPG
../AAU0025.JPG
../AAU0025.JPG
../AAU0026.JPG
../AAU0026.JPG
../AAU0027.JPG
../AAU0027.JPG
../AAU0028.JPG
../AAU0028.JPG
../AAU0029.JPG
../AAU0029.JPG
../AAU0030.JPG
../AAU0030.JPG
../AAU0031.JPG
../AAU0031.JPG
../AAU0032.JPG
../AAU0032.JPG
../AAU0033.JPG
../AAU0033.JPG
../AAU0034.JPG
../AAU0034.JPG
../AAU0035.JPG
../AAU0035.JPG
../AAU0036.JPG
../AAU0036.JPG
../AAU0037.JPG
../AAU0037.JPG
../AAU0038.JPG
../AAU0038.JPG
../AAU0039.JPG
../AAU0039.JPG
../AAU0040.JPG
../AAU0040.JPG
../AAU0041.JPG
../AAU0041.JPG
../AAU0042.JPG
../AAU0042.JPG
../AAU0043.JPG
../AAU0043.JPG
../AAU0044.JPG

SPECIMEN DESCRIPTION
WEBPAGE URL
WEBPAGE DATE OF ACCESS
REQUEST TO DIVIDE
PAYMENT SECTION

NUMBER OF CLASSES IN USE

SUBTOTAL AMOUNT [ALLEGATION OF USE FEE]

TOTAL AMOUNT
SIGNATURE SECTION
DECLARATION SIGNATURE
SIGNATORY'S NAME
SIGNATORY'S POSITION

DATE SIGNED

SIGNATORY'S PHONE NUMBER

SIGNATURE METHOD

AAU0044.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0045.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0046.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0047.JPG

WTICRS\EXPORTI18\IMAGEOQOUT 18\975\336\97533661\xmI2\
AAU0048.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0049.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0050.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0051.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0052.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0053.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0054.JPG

WTICRS\EXPORT18\IMAGEOUT 18\975\336\97533661\xml2\
AAU0055.JPG

WTICRS\EXPORT1S8\IMAGEOUT 18\975\336\97533661\xml2\
AAU0056.JPG

WTICRS\EXPORTIS8\IMAGEOUT 18\975\336\97533661\xmI2\
AAU0057.JPG

Installation Guide for applied for goods bearing mark on pages 45-50

None Provided
None Provided

NO

100
100

/jeff krejsa/

Jeff Krejsa
Managing Director
07/11/2023
6303063604

Sent to third party for signature


../AAU0044.JPG
../AAU0045.JPG
../AAU0045.JPG
../AAU0046.JPG
../AAU0046.JPG
../AAU0047.JPG
../AAU0047.JPG
../AAU0048.JPG
../AAU0048.JPG
../AAU0049.JPG
../AAU0049.JPG
../AAU0050.JPG
../AAU0050.JPG
../AAU0051.JPG
../AAU0051.JPG
../AAU0052.JPG
../AAU0052.JPG
../AAU0053.JPG
../AAU0053.JPG
../AAU0054.JPG
../AAU0054.JPG
../AAU0055.JPG
../AAU0055.JPG
../AAU0056.JPG
../AAU0056.JPG
../AAU0057.JPG
../AAU0057.JPG

FILING INFORMATION

SUBMIT DATE

TEAS STAMP

Tue Jul 11 15:11:53 ET 2023

USPTO/AAU-XX. XXX . XXX . XX-2
0230711151155559107-97533
661-85086adb4b9cale9f9ba2
£2€9¢258¢41967193¢3e0b2f0
d440136baf50ald6e7cd-CC-1
1549964-20230710160013101

687



PTO- 1553
Approved for use through 03/31/2024. OMB 0651-0054

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number

Trademark/Service Mark Amendment to Allege Use
(15 U.S.C. Section 1051(c))

To the Commissioner for Trademarks:
MARK: ENCORE(Standard Characters, see https://tmng-al.uspto.gov/resting2/api/img/97533661/large)
SERIAL NUMBER: 97533661

OWNER AND/OR ENTITY INFORMATION
The owner proposes to amend the following:
Stagestep, Inc., having an address of

4701 Bath Street #46 B

Philadelphia, Pennsylvania 19137

United States

Email: XXXX

The owner is submitting the following allegation of use information:

For International Class 019:
Current identification: portable hardwood flooring; portable hardwood flooring panels

The mark is in use in commerce on or in connection with all of the goods/services, or to indicate membership in the collective organization listed
in the application or Notice of Allowance or as subsequently modified for this specific class.

The mark was first used by the applicant, or the applicant's related company, licensee, or predecessor in interest at least as early as 10/23/2004,
and first used in commerce at least as early as 10/23/2004, and is now in use in such commerce. The applicant is submitting one specimen for the
class showing the mark as used in commerce on or in connection with any item in the class, consisting of a(n) Installation Guide for applied for
goods bearing mark on pages 45-50.

Original PDF file:
SPN0-6514414582-202307101 50741967943 _. ENCORE_Spec imen.pdf
Converted PDF file(s) (56 pages)
Specimen Filel
Specimen File2
Specimen File3
Specimen File4
Specimen File5
Specimen File6
Specimen File7
Specimen File8
Specimen File9
Specimen Filel0
Specimen Filell
Specimen Filel12
Specimen Filel3
Specimen Filel4
Specimen Filel5
Specimen Filel6
Specimen Filel7
Specimen Filel8
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The applicant is not filing a Request to Divide with this Allegation of Use form.
The owner's/holder's current attorney information: Peter M. de Jonge. Peter M. de Jonge of THORPE NORTH & WESTERN, LLP, is a member
of the XX bar, admitted to the bar in XXXX, bar membership no. XXX, is located at
8180 SOUTH 700 EAST, SUITE 350
SANDY, Utah 84070
United States
The docket/reference number is 4768-011.TM.
The phone number is 801-566-6633.
The fax number is 801-566-0750.
The email address is trademarkdocket@tnw.com
The owner's/holder's proposed attorney information: Peter M. de Jonge. Other appointed attorneys are Garron M. Hobson, Peter M. de Jonge,

Steve M. Perry, Gary P. Oakeson, David W. Osborne, Jason R. Jones, Christopher L. Johnson, Erik S. Ericksen, Mark Bettilyon, Alex W.
Haymond, Todd B. Alder, Jed H. Hansen, Randy M. Braegger, David Armantrout, Alicia M. Lewis, Jillaine Chaston, Kurt Hendricks, Joseph
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Harmer, Brett J. Davis, Cody Winchester, Corey Bingham, Jonathan Mena, Justin Johanson. Peter M. de Jonge of THORPE NORTH &
WESTERN, LLP, is a member of the XX bar, admitted to the bar in XXXX, bar membership no. XXX, and the attorney(s) is located at

8180 SOUTH 700 EAST, SUITE 350
SANDY, Utah 84070
United States

The docket/reference number is 4768-011.TM.

The phone number is 801-566-6633.
The fax number is 801-566-0750.
The email address is trademarkdocket@tnw.com

Peter M. de Jonge submitted the following statement: The attorney of record is an active member in good standing of the bar of the highest court
of a U.S. state, the District of Columbia, or any U.S. Commonwealth or territory.

Correspondence Information (current)
PETER M. DE JONGE
PRIMARY EMAIL FOR CORRESPONDENCE: trademarkdocket@tnw.com
SECONDARY EMAIL ADDRESS(ES) (COURTESY COPIES): lindsi.walker@tnw.com

The docket/reference number is 4768-011.TM.

Correspondence Information (proposed)
Peter M. de Jonge
PRIMARY EMAIL FOR CORRESPONDENCE: trademarkdocket@tnw.com
SECONDARY EMAIL ADDRESS(ES) (COURTESY COPIES): lindsi.walker@tnw.com; celeste.fitt@tnw.com

The docket/reference number is 4768-011.TM.

Requirement for Email and Electronic Filing: I understand that a valid email address must be maintained by the applicant owner/holder and
the applicant owner's/holder’s attorney, if appointed, and that all official trademark correspondence must be submitted via the Trademark
Electronic Application System (TEAS).

A fee payment in the amount of $100 will be submitted with the form, representing payment for the allegation of use for 1 class.

Declaration

The signatory believes that the applicant is the owner of the mark sought to be registered.

For a trademark or service mark application, the mark is in use in commerce on or in connection with all the goods/services in the
application or notice of allowance, or as subsequently modified.

For a collective trademark, collective service mark, collective membership mark application, the applicant is exercising legitimate
control over the use of the mark in commerce by members on or in connection with all the goods/services/collective membership
organization in the application or notice of allowance, or as subsequently modified.

For a certification mark application, the applicant is exercising legitimate control over the use of the mark in commerce by authorized
users on or in connection with the all goods/services in the application or notice of allowance, or as subsequently modified, and the
applicant is not engaged in the production or marketing of the goods/services to which the mark is applied, except to advertise or
promote recognition of the certification program or of the goods/services that meet the certification standards of the applicant.

The specimen(s) shows the mark as used on or in connection with the goods/services/collective membership organization in commerce.

To the best of the signatory's knowledge and belief, no other persons, except, if applicable, authorized users, members, and/or
concurrent users, have the right to use the mark in commerce, either in the identical form or in such near resemblance as to be likely,
when used on or in connection with the goods/services/collective membership organization of such other persons, to cause confusion or
mistake, or to deceive.

To the best of the signatory's knowledge, information, and belief, formed after an inquiry reasonable under the circumstances, the
allegations and other factual contentions made above have evidentiary support.



The signatory being warned that willful false statements and the like are punishable by fine or imprisonment, or both, under 18 U.S.C. §
1001, and that such willful false statements and the like may jeopardize the validity of the application or submission or any registration
resulting therefrom, declares that all statements made of his/her own knowledge are true and all statements made on information and
belief are believed to be true.

Signature: /jeff krejsa/  Date Signed: 07/11/2023
Signatory's Name: Jeff Krejsa

Signatory's Position: Managing Director
Signatory's Phone: 6303063604

Signature method: Sent to third party for signature

Mailing Address:
THORPE NORTH & WESTERN, LLP

8180 SOUTH 700 EAST, SUITE 350
SANDY, Utah 84070

PAYMENT: 97533661
PAYMENT DATE: 07/11/2023

Serial Number: 97533661

Internet Transmission Date: Tue Jul 11 15:11:53 ET 2023

TEAS Stamp: USPTO/AAU-XX. XXX.XXX.XX-2023071115115555
9107-97533661-85086adb4b9cale9f9ba2f2e9c
258¢41967193¢3e0b2f0d440136baf50ald6e7cd
-CC-11549964-20230710160013101687
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FLOOR PREPARATION

Inspection of Material

+ Material should be delivered to the job site in its original uncpened packaging
with all labels intact.

= Examing the packaging for any damage which may have occurred during
transit. The contents shipped to you should be secured to an 7' pallet with

arange strapping.

= |pon receipt, all rolis of vinyl flooring should be immediately removed from
this pallet, inspected and stood upright on a perfectly level surface or leaned
against a wall in the most vpright position possibie. Failure to do 50 may result
in deformation of the vinyl product, for which Stagestep® is not responsible,
voiding the warranty,

= |f you have questions about the condition of the Tlooring, or if the rolis have
been removed from their packaging., take multiple photos from different
angles. Be sure the photos are clear with good lighting and no glare. Contact
Stagestep® customer service as s00n as possible. All damaged products must
be noted on the shipping receipt at the time of delivery.

» Al issues regarding damage in transit or visual defect must be reported to
Stagestep® within 72 hours of delivery or claims may not be honored.

Floor Preparation Continues on Page 4...
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FLOOR PREPARATION

Storage

= Matenals must be stored in an area that is fully enclosed and weather-tight, with
a permanent HVAC system set to a uniform temperature of 687 and a refative
humidity of 50% for at least 72 hours prior 10 and during the instaliation.

= Material should always be visually inspected during instaliation. Na labor cost will
be covered on claims based on visual defects that could have been seen prior 1o
or during instaflation. Installation of flooring denotes acceptance.

Caurtion: All Concrete slabs must be covered or sealed with a vapar barrier, Lise
Stagestep® Plastic Vapor Barrier and Moisture Proof Tape, or Stagestep® supplied
Bone Dry Plus. The space between the sealed concrete fioor and the subfioor must be
vented. This is achieved by a 14" or 6™ gap around the perimeter of the subfloor. Use
Venled Wall Base to conceal this gap and allow moisture fo escape.

« Wood, like vinyl, needs time 1o acclimate to the space. Most wood floors require
professiomal instaliation except for Stagestep's Encore™ flooring system. For more
information on instaltation preparation for subfloors and wood floonng systems,
phease see pages 32-44, For pricing of Stagestep® instaliation products, inchading
Springstep™ IV Plus subfloor systems go online to stagestep.com,

= Stagestep® is not responsible for costs related to the shipping delay, damage or
instaliation of its flooring. Floors are insured in customer's name against shipping
damage. All floors will be replaced free of chiarge if there is a manufacturer defect
or if damaged by the trucking company when reported within 72 hours of receipt.

4 L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM



VINYL FLOOR PREPARATION

Do’s & Don’ts

Do Make sure the smooth surface is up and foam or texture side down when
installing. Except for Brave reversible floors, the outer surface of the shipped roll
will always be the top side or dance surface. To lay flooring, securely hold the

ends of the roll and unroll or unrave! flooring from the core so that smooth-side
surface is always facing up. Save core or center tube for future use unless installing
permanently. Flooring returned to Stagestep® for any reason must be re-rolled
using core or center tube. The unrolling of vinyl flooring may require 2-4 people with
adequate strength depending on length of roll and weight. TIMESTEP™

BLACK SHOULD BE HANDLED WITH EXTRA CARE.

Do Not Flip flooring edge over edge. Flooring can tear or crack. Be careful not to
severely bend vinyl flooring. Such bending or inadvertent stepping on foided flooring
can resuft in stretch marks or cracking.

Do Wash the new floor 2-3 times with ProClean™ and lukewarm water befora
using, For special non-slip requirements or lreatments, call our customer suppon
department.

Do Not Use rosin, solvents, abrasive cleaners, cola, vinegar, ammaonia, bleach, or any
product that says it will leave your floor shiny.

Do Keep the space al a standard room lemperature of B8-78° F with humidity
between 40-60% prior to and during the installation process. The use of humidifiers
or dehumidifiers may be reqguired.

Do Not Do averhead work or wall construction after the dance floor has been
installed.

Do Plan to roll out ali sheets in the same direction when installing Stagestep® viny!
flooring.

Vinyl Floor Preparation Continues on Page 6...
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VINYL FLOOR PREPARATION

Vinyl Flooring

Ensure that moisture tests of the concrete slab have been conducted and meet
standard for moisture content. Have the permanent HVAC system turned on
and set 1o a minimum of 68— 78° F and a refative humidity between 40-60%
for a minimum of 72 hours prior to, during and after installation. Maximum
temperature should not exceed 5-10° F above temperature at time of
installation..

Flooring material must be acclimatized to the installation area for a minimum of
24 hours prior to instaliation.

Only Stagestep® approved adhesive should be used. Using an unapproved
adhesive may void warranty, Use a 1/32" x 116" x 1/32" fine notch trowel only.
Professional installers are required for permanent installs.

Material should always be visually inspected prior o installation. Labor costs
refated to any materials installed with visual defects will not be considered a
legitimate claim as it pertains 1o labor cost.

Some Stagestep® sheet vinyl has a fiberglass interlayer which gives them
dimensional stability. They will not shrink or compress. If cut too full or back
rolled, it can result ina bubble.

Install all cuts and rofls i consecutive sequence.

Ensure that all recommandations for subfioor and job site conditions are met
prior to beginning the installation. Once the installation is started, you have
accepted those conditions.

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM



ENVIRONMENTAL CONTROL

Moisture Test

» |t is essential that moisture tests be taken on all concrete and wood floors
regardless of the age or grade level,

= Concrete should be tested in a minimum of three places for every 1.000 square
feet.

= The test should be conducted according lo ASTM F1869-98 using a calcium
chioride test or digital meter.

# The test should be conducted around the perimeter of the room, at columns,
and where moisture may be evident.

* The moisture emission from the concrete should not exceed 5.0 bs. per 1,000
square feet in 24 hours.

* Wood should be tested with a digital moisture meter and should have content
not lower than 5% and not higher than 10%.

= |f your resulis exceed these limits, please confact Stagestep® for more
information.

= |t is not the fioor installer's responsibility to conduct the test. However, the floor
covering installer is responsible to make sure these tests have been conducted
with proper results prior fo installing the floor covering.

« When moisture tests are conducted, it only indicates the conditions at the time
of the test. The flooring contractor cannot be held responsible if moisture is
present in the future and causes failure.

Environmental Control Continues on Page 8...
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ENVIRONMENTAL CONTROL

Job Conditions

* The installation of fiooring should not begin until the work of all other trades has been
completed, especially overhead trades.

= All reasonable efforts must be made to keep installed floor at room temperature and
proper humidity at afl imes and the maximum temperature should not exceed 5-10° F
above temperature at time of installation.

= Areas to receive flooring shall be adequately [it to allow for proper inspection of the
substrate, instaflation and seaming of the floonng.

Note: Moisture tests should be conducted after HVAC system has been instafled and all
materials have had ample time to acclimatize. Faifure to have a controfled environment
within the recommended 68-78° F and 40-60% relative humidity may cause flooring
system failure.

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM



SUBFLOORS

Summary

# The finished appearance and performance of the floor covering will be determined
and affected, in part, by the condition of the subfioor. it is essential that all subfloors
be structurally sound, fimished smooth, flat, level, permanently dry, clean, and free of
all foreign materials such as dust, paint, grease, oils, solvents, curing and hardening
compounds, sealers, asphalt, and old adhesive residue.

= Fiat and level means, and the applicable parameter o maintain product warranties is
178" — %" for every 10 feet. Subfloor preparation should be done with the permanent
HVAL set 6878 F and humidity controlled at 40-60%.

« Yacuuming the subfloor with a commercial shop vac is a preferred method for
remeoving dirt and dust. For concrete flaors, damp mopping the subfloor is an excellent
way to remove fine dust, A clean subfloor ensures proper bond between the subfioor
and the floor covering.

Note: Wherever trade names, trademarks, product names, of company names are
mentioned, they are used only as a reference to establish a comparative standard of
quality. it should not be assumed that these producis are the only products for the
sugpested or intended use. Also, it does not mean that other products of similar or equal
quality may not be suitable.

Subfloors Continues on Page 10...
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SUBFLOORS

Grade Levels

1. On Grade: A location for a finished floor with no portion below ground level, and with
the fioor and the ground in contact of separated by iess than 18" of well-ventilated
space between the bottom of the lowest horizontal structural member and the ground
at any point.

2. Above Grade: A location for a finished floor where the floor is not in contact with the
ground and which provides at least 187 of well-ventilated space between the bottom of
the lowest horizontal structural member and the ground at any point.

3. Below Grade: A location for a floor structure which ig in contact with the ground or
with less than 18" of well-venlilated space between the bottom of the lowest horizontal
structural memdber and the ground, at any point and if part or afl of the floor is below
ground level.

While many types of subfioor construction are acceptable for use with our products,
Springstep™ Plus and SpringFlex™ subfloors are the only acceptable subfloor/
underlayment combinations for our flooring. Dancestep™ Plus, Woodstep™ Plus
and Woodstep™ Ultra should be installed directly on your existing smooth slab, and do
not require a sprung subfloor,

For further information you may refer to ASTM F141. For wood subfloors, refer to
ASTM F1482.

Existing floors must be structurally sound, fres from excessive movement and have
well-ventilated air space below. Stagestep® floor coverings should not be installed over
wooden subfloors built on sleepers over, on grade, or below grade concrete floors without
the use of a vapor barier, Faillure to use a vapor barier will result in high rates of faiure
due to the excessive moisture vapor emissions from the concrete,

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM



UNDERLAYMENTS

Summary

s |Inderlayment panels are used to correct deficiencies in the subfloor and to provide
a smooth, sound surface on which to adhere the resifient flooring. Use %" luan for
permanent installs,

s [}ther types of underayment panels such as Tecply, Muitipty, and Masonite Brand
Underlayment should not be used with Stagestep® subfloor systems. Always install
and fasten underlayment panels according to the manufacturer's recommendations.

Sirip Wood/Plank Flooring

= Due to expansion and contraction of strip and plank subflooring during seasonal
changes, we recommend Springstep™ IV Plus subfloor panels be installed over these
types of floars,

Note: The use of a skim coat of patching material over wooden subfioors may cause
problems in joint areas. The moisture from the patch ks absorbed by the wood, swelling
the wood fibers, causing telegraphing through the newly installed floor covering. Proper
installation of a wooden subfioor is critical to the successful installation of your floonng
surface.

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM 1



CONCRETE FLOORS

Summary
(Refer to ASTM F710-98)
* Floors shall be smoath, rigid, flat, level, permanently dry, clean, and free of all

foreign materials such as dust, paint, grease, oils, solvents, curing and hardening
compounds, sealers, bond breakers, asphalt and old adhesive, residug.

= Concrete shall have a minimum compressive strength of 3500 psi/ 150 pounds per
cubic feet and be covered with a vapor barrier prior to construction of the subfioor.

= Tetegraphing of patched joints and subfloor imperfections may often be accentuated
if the flooring material is maintained with a high gloss finish.

Note: The use of Stagestep® Vapor Barrier, either liguid like Bone Dry Plus, or 8
mil. or better plastic barrier, is mandatory when installing Stagestep® products over,
above, on, or below grade concrete. Failure to do so will void all warranties.

12 1.5, (S00) 523-0060 | Canada (B66) 491-0010 | STAGESTEP.COM



EXISTING RESILIENT FLOORS

Most Stagestep® floor coverings may be installed
over a single layer of non-cushioned resilient flooring
provided it meets certain conditions.

» The existing flooring must be fully adhered and well-bonded.

= The existing flooring must not be embossed or textured enough that it will
teiegraph through thie new fiooring.

» All waxes and finishes must be removed and rinsed with clean water and a pH
test should be conducted to assure stripper residues have been removed., An
adhesive bond test should be conducted to ensure proper bond between the
adhesive and the existing flooring material.

= (Cuts, gouges, dents, and other irregularities must be repaired or replaced.

= The current subfioor must be sprung and must meet the recommendations of
the existing and the new floor covering.

« The use of embossing levelers is not recommended for commercial installations.

Note: Application of a skim coat of patching material over the existing resilient
flearing may cause more problems than it resolves, such as bonding fallures,
cracking and indentations.

= The responsibility of determining if the existing flooring is suitable to be
instalied over rests solely with the installer and the flooring contractor. If
there is any doubt as 1o its suitability, it should be removed or an acceptable
underlayment installed over it.

* |nstailations over existing resilient flooring may be more susceptible to

indentation, and there is always a possibility the existing fiooring may telegraph,

Exisfing Resilient Floors Continuves an Page 14...
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EXISTING RESILIENT FLOORS /

RADIANT HEATED FLOORS

* Telegraphing is when the seams of the subfloor/underiayment shows through
to the surface of the flooring. This condition should not affect activity on the
surface or impact wear. It is a common occurrence with floating wood subfloors
and is not covered by warranty.

Radiant Heated Floors

Stagestep® floor coverings may be installed over radiant heated floors provided
the operating temperature does not exceed 857 F. To allow proper adherence of the
adhasive to the subfloor, the radiant heating system should be lowered or furned off
for at least 48 hours prior to instaliation of Stagestep® flooring material. This will
ensure the surface temperature of the subfloor does not exceed 65° F during the
installation of the flooring material.

The room temperature must be maintained at a minimum of 65” F prior to, during,
and after ingtallation for 72 hours. Then, the temperature of the radiant heating
gystem can be increased. When raising the floor temperature, do so gradually

g0 that the substrate and flooring material can adapt to the temperature change
together. A rapid change could result in bonding probiems

For more information, contact our technical support at (800) 523-0960 or
sales@stagestep.com,
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ASSOCIATIONS & INSTITUTES

For more extensive guidelines and information on the mentioned topics, we
encourage you to contact the following associations:

= APA - The Engineered Wood Association (253) 565-6600
or apawood.org

ACI - American Concrete Institule (248) 848-3800 or concrete.org

PCA — Portland Cement Association (847) 966-6200 or cement.org

RFCI - Resifient Floor Covering Institute (706) 882-3833 or rfci.com

ASTM — American Society for Testing and Materials 610-832-9500 or astm.org

U.5. (800 523-0960 | Canada (B66) 431-8019 | STAGESTEP.COM 15
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BONE DRY PLUS APPLICATION

Application Instructions

= Bone Dry Plus should be used on concrete floors which have cured for at least
ane month and, ideally, three manths or more.

Surface sealers, paint, grease, oits and adhesives, etc., must be removed prior
to the application of Bone Dry Plus. Slick, hard toweled surfaces should be
etched with Bone Dry Plus products, or mechanically opened to enable Bone
Dry Plus to penetrate into the concrete.

Lise Bone Dry Plus at full strength. Saturate the surface with Bone Dry Pius.
Application can be made with an airless sprayer or hand pumped garden type
sprayer. Do not allow Bone Dry Plus to pond or puddle, as a white residue will
likely form on the surface.

-

The time for the application of addiional material can be judged by observing
the time it takes for Bone Dry Plus to soak into the concrete, if the material
soaks in quickly, generally less than 15 minutes after application, additional
applications are required.

L]

if necessary, 24 hours after the final application of Bone Dry Plus, flush or mop
the surface thorowghly with water to rernove any foreign matenal that may be
brought through the concrete up to the surface.

= After certain applications, a crust of both alkall and lime may be brought up
through the concrete to the surface. To remove, use a stiff bristle brush or
scrubbing maching with a wire block brush. After removal, flush with water,

= The concrete is now cleaned, deodorized and permanently sealed. Flooring can
be installed approximately 72 hours after application on concrete floors. You
can safely walk on concrete during the 72 hour window, although surface can
be slippery when wet,
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ADHESIVE APPLICATION ON CONCRETE

Application Instructions

= |Ise on grade, above grade, or below grade concrete which has been sealed.
May be used over plywood, hardboard, terrazzo, steel, and well-bonded, wax-
free floor coverings.

= |Ise a high quality latex/Portland cement patching compound to fill or evel any
irregular areas.

= The floor must be sound, dry, and free from dirt, dust, old adhesives, grease,
wax, or other foreign matter. Concrete floors must be fully cured (per above),
free from dust, moisture, excessive alkalinity, curing agents, and excessive
moisture vapor emissions (5 1bs./1,000 SF24 hrs.)

= [In and below grade concrete must have a satisfactory moisture barrier beneath
the slab.

= Do not use Safe-Set 299 where moisture is present in the concrete
subfloor; moisture may retard or prevent the adhesive from setting,

= May be used over old cutback adhesive provided the following procedure
i5 followed: scrape and remove the adhesive to expose at least B0% of the
concrete surface. Random specs of adhesive and the appearance of a brown
surface stain are acceptable.

Adhesive Application on Concrete Continues on Page 18...

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM 17



18

ADHESIVE APPLICATION ON CONCRETE

Application Instructions

The adhesive and roem should be maintained at a minimum temperature of 65°
F for 48 hours prior to, during, and after installation, For porous subfioors apply
the adhesive with a 1/16" x 116" x 116" square notched trowel, for non-poarous
subfioors use a 1/32" x 1/32" x 116" trowel. Immediately after spreading the
adhesive, rofl it with a short nap roller dampened with adhesive to flatten the
adhesive ridges. This procedure will ensue that the trowel notch pattern does

not telegraph through to the finished floor. When using the “wet-set method” of
installation test the adhesive to see if it has “strings™ and is moist to the touch
before installing the floor covering. Check periodically to make sure there is full
transfer of adhesive to the back of the floor covering. When using the “tacky”
method of installation allow the adhesive to become tacky before beginning the
instaltation (adhesive should not transter to the finger when touched). That set-up
tirne will vary with the temperature, humidity, and poarosity of the subfloor. To test,
touch the adhesive lightly; if it does not transfer to your finger, proceed with the
installation. Place the vinyl flooring into the adhesive within two hours of spreading.
Within an hour of instaltation roll the entire floor withva 100 1b. raller. Roll twice,
once in each direction. Restrict heavy foot traffic or roliing loads for at least 24
huaLrs.

Clean-up

Dried adhesive can be difficult to remove; take care to remove wet adhesive from
the surface of the material before it dries. Fresh adhesive (less than & hours old)
can be removed with ice cold soapy water and wet cloth. For dried adhesive film,
use mineral spirits or acetong caretully, as these products can compromise the
floor finishes. Always refer to the material manufacturer for proper dried adhesive
removal procedures.
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ROLL OUT VINYL/INSTALLATION

Five Ways to Install

= Temporary Installation
* Semi-Permanent Installation using 2™ double-faced tape and top tape

Long-Term Semi-Permanent Installation using 47 seam lape
Extended-Term Semi-Permanent installation Using Rellselt™

* Permanent Installation

Timestep™ Installation Tips

1. Timestep™ and all fiooring vinyl must be removed from the pallet and stored in the
vertical position immediately after receiving.

2. It should always be unrolied or unraveled with outside/dance surface up.
3. Never flip vinyl from side to side. Never grab or hold with one hand.

Must be moved carefully by multiple instaflers after acclimated to room temperature
between 68° and T8°F
Timestep™ Black must be handied with exira care.

Temporary Installation (1 Day-2 Weeks)

Use Top Tape, Vinyl or Cloth Tape

1. Floos must be installed over a clean, smooth, level and dry surface. It is best to install
over a sprung subfloor or stage.

2. Befaore taping, unroll flooring and allow to sit on subfleor until foarng lies flat and
acclimates to room temperature.

3. Letting the foor sit owernight or longer 15 ideal. Flooring must lie flat belore taping.
Leave a 1/16" gap at all seams and a ¥2" gap at walls.

4. Tape all seams and the perimeter of the floor using 1-1/2" or 27 vinyl or cloth tape.
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ROLL OUT VINYL INSTALLATION

semi-Permanent Installation (2-3 Years)

Use Double-Faced Tape and Vinyl or Cloth Top Tape

1. Seal concrete slab against moisture. On concrete slab, use liquid moisture
barrier such as Bone Dry Plus as directed or Stagestep® Vapor Barrier
plastic sheeting 8 mil or greater. If using plastic sheeting, roll out and place so
each sheet overlaps 5" — 7" with Moisture Proof Tape at seams. and allow to
run up to wall and tape with same watérproof tape at base of perireter to seal
maisture below,

2. Subfioor (ideally sprung subfloor) surface must be clean, dry, level and smooth,
with all screw holes and seams filled with wood putty, wood filler or taped
over. (See instruction for Springstep™ I, IN, or IV Plus). It is not necessary
to tape tight fitting seams as should be the case with properly installed
apringstep™ I, I or IV Plus. Taping will result in possible telescoping which
is narmal,

3. Boll out flooring and let it acclimate to room temperature. When the floor
arrives, it may be rofled inside out. Please make certain that the smooth side
i up, and the foam or textured surface is down. The room temperature should
be the highest temperature the room will reach when in use. Acctimatizing the
floor may take anywhere from a few hours to a few days.

4, Make certain the floor is lying fiat to the subfloor and that all seams are even.
Make all appropriate cuts. Leave a ¥" gap at walls and 1/16" gap between the
ZEams,

5. Your floor should look like it is ready to be used.

6. Secure one end of each roll of flooring with weight so it will not move.

Roll Out Vinyl Installation (2-3 Years) Contlinues on Page 21...
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7. Mark the edges of the flooring onto the subfloor with a pencil. Begin by
re-roliing the fiooring roll closest to the furthest wall onto its core and apply
double-faced tape to the subfloor at the marked perimeter (not under the seam)
and down the middle 3.25 ft. from the edge. Leave all other rolis in place and
rodled out.

8. Roll the floaring inta place and check positioning over the tape.

9. It all is fine, roll up the floor, remaove the protective paper from the double-faced
tape and re-roll over the exposed tape surface. Be careful not to-step on rolled
down vinyl over the double-faced tape until you are confident the vinyl is flat
without any ripples or rofls

10. Repeat procedures 7 through 9 for each roll,

11. I necessary, use a 75 Ib. rofler to further secure the fipor using an “S" path
allowing ripples or air bubbies to be pushed out and not trapped under the
flnaring.

12, Tape all seams and perimeter of the floor using 1-1/2" or 27 vinyl or cloth tape.

Caution: Change top tape every three months or as necessary, Change double-
faced tape a minimum of every two years. Failure to do so can cause flooring to
crack and ripple due to tape faifure.
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ROLL OUT VINYL INSTALLATION

semi-Permanent Installation (3-4 Years)

Use double-faced professional 47 seam tape. No top tape is required.

1. Seal concrete skab against moisture. On concrete slab, use liquid moisture
barrier such as Bone Dry Plus as directed or Stagestep® Vapor Barrier
plastic sheeting 8 mil or greater. If using plastic sheeting, roll out and place so
each sheet overlaps 5" — 7~ with Moisture Proof Tape at seams. and allow to
run up to wall and tape with same watérproof tape at base of perimeter to seal
maisture below,

2. Subfioor (ideally sprung subfioor) surface must be clean, dry, level, and
smooth, with all screw holes and seams filled with wood putty, wood filler or
taped over. It is not necessary to tape light fitting seams as should be the case
with properly installed Springstep™ I, 11l or IV. Taping will result in some
telescoping which 15 normal.

3. Roll out flooring and let it acclimate to room temperature. When the floor
arrves, it will be rolled inside out. Please make certain that the smooth side
i5 up, and the foam or textured surface is down. Room temperature should be
the highest temperature the room will reach when in use. Acclimatizing the
floor may take anywhere from a few hours to a few days.

4. Make certain floar is lying flat to the subfloor and that all seams are even.
Make all appropriate cuts. Leave a 12" gap at all walls. Seam areas may be
overfapped by up to 1 inch and double, or trace cut to realize two fresh edges
50 that edges of the 2 adjacent rolls are perfectly aligned. Do not cut floor
geams until #12.

Note: Double-cutting will reduce coverage of material in the floor width. Please be
sure that there is enough material to complete the job before installing the floor in
this manner. Mot all instailations required double cutting seams.

Rofl Out Vinyl Installation (3—4 Years) Continues on Page 23...
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10.

11.

12.

13.

Your floor should look [ike it is ready to be used.

Secure one end of each roll of flooring with weight so it will not mowve.

Mark the edges af the flooring onto the subfinor with a pencil. Begin by re-
rolling the fiooning roll closest to the furthest wall ento its core and apply 4"
professional seam tape to the subfloor at the marked penmeter (nol under the
seams) and down the middle 3.25 ff. from the edge. Leave all other rofls in
place and rolled oul,

Re-rodl out this roll to check the positioning over the tape,

if all is fine, roll up the floor, remove the protective paper from the double-faced
tape and re-roll over the exposed double-faced tape. Be careful not to step on
rolled down vinyl over the double-faced tape until you're confident the vinyl is
laid out flat without any ripples or rolls. Roliing out vinyl floonng onto double-
faced tape should always be done skhowly and methodically,

Repeat procedures 7 through 9 for each roll,

if necessary, use a 75- 100 ibs. rofler to further secure the fioor using an %"
path allowing ripples or air bubbles to be pushed out and not trapped under the
flooring.

Once entire floor surface has been rolled, i you have overlapped the rolls at
seams, double or trace cut all seams. Once all seams have been cut, roll seam
area with 75 10 100 Ib. roller. Trimming seams may not be necessary if the roll
seams match up.

Tape perimeter of the room using 1-1/2" or 27 vinyl or cloth tape unless
covered by optional vented cove base.

Caution: Change 4-inch seam tape a minimum of every three-four years. Failure fo
do so can cause flooring to crack and ripple due to tape failure.
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ROLL OUT VINYL INSTALLATION WITH REUSEIT™

Long Term Semi-Permanent Installation (4-10 Years)*
stagestep’s ReUseit™ (Diagram on Page 26)

1. Seal concrete slab against moisture. On concrete slab, use liquid moisture
barrier such as Bone Dry Plus as directed or Stagestep® Vapor Barrier plastic
sheeting 8 mil or greater. If using plastic sheeting, roll out and place s0 each
sheet overlaps 5™ — 7" with Moisture Proof Tape at seams, and aliow to run to
wall and use same tape at base of perimeter to seal moisture below.

2. Subfioor (ideally sprung subfloor) surface must be clean, dry, level, and smoaoth,
with all screw holes and seams filled with wood putty, wood filler or taped over.
It is not necessary to tape tight fitting seams as should be the case with properly
instailed Springstep™ I, W or IV. Taping will result in some telescoping which
Is normal.

3. ReUselt™ covers the entire floor perpendicular to the direction of the rollout
floor surface. If your floor runs north-south, ReUselt™ will run east-west,

4, Asyou roll out ReUseit™ you expose the adhesive on the bottom which will
stick to your subfloor,

5. As one person slowly walks backwards unroliing ReUselt™ another person
secures the adhesive side to the subfloor by smoothing it out with a stiff bristie
push broom or roller. (See step 1 ithestration.)

6. When you reach a wall, cut Rellselt™ with a utility knife and start the next run.
It 15 good to line up seams as close as possible; however, shght overlaps or gaps
are OK. (See step 1 illustration.)

Note: *Rellseit™ should provide adhesion beyond 10 years.

Roll Out Viny! Installation With Relself™ Conftinues on Page 25...
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7. Roll out top flooring perpendicular to Rellselt™ make all rough cuts along wall
perimeter, and lef top flooring acclimate for at least 24 hours. If floor edges are
damaged or deformed, seam areas may be overlapped by up to 1 inch and double or
trace cut to realize two fresh edges. Do not make double cuts until step 12. (See step
2 illustration).

Rall your flooring up half way using a flooring tube. Do this one section at a time,
Peel off the top protective layer of ReUselt™ exposing the top adhesive. (See step 3
iflustration).

Gently roll flooring back into adhesive top, making sure not to shift or change
alignment of the fRooring. Smooth out flooring from the center to the edges

10, Repeat procedure on each half of the remaining sheets of fiooring. Do not cut any

seams at this fime (See step 4 lustration).

11. Once all flooring has been affized to Rellselt™, roll each sheet one at a time from

the center o the edges with a 75 to 100 ib. floor roller. {(See step 5 illustration.)

12, Once entire floor surface has been rolled, double cut or scribe all seams if necessary.

Be careful not 1o cut the Rellselt™ during this procedure. Cutting the Reliselt™
at the seam areas will weaken its ability to properly hold the seams closed. Once all
seams have been cut, roll seam area with 75 to 100 Ib. rofler (See step 5 illustration).

Tips

Room should be warm and dry, RelUselt™ showld not be used in damp areas o
outside.

It a mistake is made and the floor gets fangled or misaligned, gentle pull fioor
matenial up and try again. If Rellselt™ gets dirty, damaged. or wet, cut damaged
area out and lay in replacement piece.

Roll Out Vinyl Installation With ReUseli™ Confinues on Page 27...
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REUSEIT™

Stagestep’s Reliselt™ Diagram

g1 | s2 | 83 | s4 :
T

T2 T2
STEP 3 STEP 4
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ADHESIVE

= Test ReUselt™ to confirm it will stick to your subfioor prior to instatiation,
Reliselt™ is designed to work with Stagestep® subfioor systems and most plywood
types, however, Stagestep® cannot guaranty suitability with any system other than
its own. Suitability should be tested prior to installation.,
Relselt™ iz designed to be removed and not render the subfioar or vinyl flooring
unusable. Other permanent installation metheds typically mean that the subfloor and
vinyl floor cannot be used again. It may be necessary to use double-faced tape or 4"
seam tape to hold ReUselt™ to secure its leading edges.

Gaution: Extreme heat can damage RelUselt™ resulting in its failure to bond flooring to
subfloor. Use 4 seam tape to address this issue,

Note: Do not overlap seams if doing so will compromise floor fit! Do not use Rellselt™ to
Install Timestep™ T. Use double-faced tape and top tape or 4° installation tape.

--------------------------------------------------------------

Permanent Installation {1ﬂ+ TEEI’E]
Stagestep® Adhesive

Professional installation recommended, Complete instructions are included with each
container of Stagestep® Adhesive, Seams should be double cut by a professional,
Chemical welding is rot recommended. Heat welding is rot necessary but again should
only be done by a professional. Stagestep® carries heat Welding Rod material in all
colors.

It you have any questions call (800) 523-0960 or or email sales@stagestep.com. You
can also see heat welding instructions on page 30.
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CUTTING AND FITTING SHEETS

Stagestep® Sheet Vinyls

Stagestep® sheet vinyls are flexible and easy to handle when properly acclimated.

In most cases. a qualified installer will be able to hand fit the material in areas where
base or trim moddings will be installed after the installation is complete. Timestep™ in
general, and Timestep™ Black are a little more rigid and extra care must be taken not
to bend or Crease.

1. Cut the required length off the roll, Including enough to ruen up the wall 2-3° at
gither end.

2. Push the length of the sheet as close to the starting wall as possible, letting the
exira length run up the wall at 2ach end.

3. Set the scribes to a minimum of 3/8" more than the greatest distance between the
wall and the flooring material. Scribe the shape of the wall onto the flooring.

4, Next, cut the matenal along the scnbe line using a ublity blade knife, Flace the
fitted sheet approx. ¥2" from the wall. There should be a 2" gap around entire
perimeter of room.

6. Cut second sheet with proper extra length.
6. Position second sheet with a ¥ - 17 overlap over first sheet at the seam.

7. Repeat steps 5 and 6 for as many sheets as necessary to complete the area or
those sheets that can be instafled that day.

8. Lap back all overlapped sheets as one, halfway back,

8. %Snap chalk line along area where adhesive will be spread to assure an even and
straight line of adhesive. Spread adhesive with proper notched trowel over entire
area. Be very careful not to leave any adhesive ridges or puddies.

Mote: The subfioor porosity and room atmasphere conditions (temperature. humidity,

Cutting and Fitting Sheets Continues on Page 29...
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efc.) can affect the working fime of the adhesive. Floor must be placed into adhesive
while wet. Do not install floonng into dry adhesive.

10, Push lapped flooring from the fold onto adhesive, working toward the wall, Do not
flop material in—air will be trapped causing bubbles. Rolling or laying out vinyl
flooring onto adhnesive should aiways be done siowly and methodically.

11. Roll floor with 75 to 100 Ih. rolier in both directions. Roll across with width first,
then across the length. Using the top floor plece edge as a guide. cut bottom sheet
with a sharp utility knife.

Note: To ensure proper banding of the material, it is recommended to roll the matenal
next to the walts with a hand seam robler,

12. After material has been laid into the adhesive, double, trace or scribe cul seams, If
scribe cutting, underscribe the seams using the short scribes with either the scribe
biade or scribe pin.

Note: Set scribes so that the seam will have a slight gap, about half the thickness of a
razor blade. If cut too full, it will result in bubbles or ridges. Heat welding Stagestep®
vinyl sheet flooring 15 optional, When installing Super Timestep™, bath seam edoes
must be trimmed as the factory edge is at 45 degree angle.

13. Cut material along scribe line with utility knife.
14, Roil the seam with a hand roller.

15, Repeat the same procedure on the other half of the room. Take
Caution not to overlap adhesive lines or leave ridges of adhesive.

16. Heat weld seams the following day if required.

Note: The above instructions assume a permanent install with adhesive. Therefore,
these instructions are for professional installers. Any questions, please call
(800) 523-0960 or email sales@stagestep.com.
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HEAT WELDING

To be done by experienced professionals only:

Heat welding is the optional procedure for all seams, coving, and cormer fill pieces
of our sheet vinyls. Heal welding provides for strong and hygienic seams. They are
not invisible. Heat welding is not appropriate for temporary or semi-permangnt
instaliations,

The welding cord for our vinyls is made of pure PVC which is designed to melt

at the same temperature as the PYC of the sheet vinyl flooring. This is why you
should never use Welding Rods other than those specified for the product you are
installing.

Heat welding should be done after the flooring adhesive has set-up, usually a
minimum of 24 hours after sheet vinyl instaliation.

It is always a good idea to practice on a scrap piece of material first to ensure
proper temperature and speed.

Procedure

1.

2

5,

Seam edges should be tight. Gaps in the seam will deter a quality weld.

Groove seam using a vinyl groover. The depth of the groove should be about 2/3
the depth of the material. Be careful not to go too deep. This is very important to
ensure proper strength and bonding of the Welding Rod.

The ends of the seam, where the groover cannot reach, must be completed using
the hand groowver,

Clean all grooves tharoughly.

Use only professional quality welding guns that will maintain the proper
temperatures. Use 5 mm speed tip.

Heat Welding Continues on Page 31...
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8.

10,

12,

13

14,

15

Preheat welding qgun for several minutes before beginning.

Cut length of Welding Rod long enough to wetd over half the seam.

Insert rod through welding nozzle about 3-4", hold on to excess and immediately
begin welding.

The welding tip should always be parallel to the flooring and directly over the
Qroove.

Determine the correct welding speed by ensuring that the Welding Rod actually
melts into the groove. A small bead should form on either side of the Welding
Rod.

While the Welding Rod is still warm, tnm the excess maternal with the crescent
knife and tim plate in one continuous movement.

If the Welding Rod has not properly bonded, a new piece of rod can be fused in
and trimmed.

Repeat the same procedure on the other half starting from the opposite wall
working toward the center. Overlap the Welding Rod approximately 17 where
they join.

After the rod has cooled to the touch, make the final trim using only the crescent
knife,

Minor repairs and smoothing out of the rod may be done using the butane repair
tool.

Note: Seamless does not mean invisible. Heat welding prevents moisture from
penetrating the seam and destroying the adhesive. Classic Bravo, Super Bravo, and
Super Bravo Pro cannot be heat welded,

L., (B0 523-0960 | Canads (BAE) 491-9019 | STAGESTEP.COM K}



SPRINGSTEP™ |l SUBFLOOR

Construction

Materials Needed:
1. Two layers of 1" undertayment grade solid core no void plywood, one side
finished. {To be supplied locally.)

2. Springstep™ 1 3" X 3" X 3/4" high density foam blocks or 2" x 2" x 2" high
density foam cubes.

3. Contact cement or liquid nails (to be supplied locally) but not necessary if using
peel-and-stick cubes or blocks.

4. 1"-1 4" continuous thread wood deck screws with counter sinking heads. Do
not use drywall screws or nails. (To be supplied locally.) (See schematic at bottom
of page 33.)

5. Vapor barnier (Choice of plastic sheeting such as Stagestep® Vapor Bamier
with reinforcement scrim laminated between polyethylene layers or a liquid vapor
barrier like Bone Dry Plus,

6. Moisture Proof Tape to tape vapor barrier at seams If using plastic sheeting.

7. Tape floor patch to fill screw holes and realize a smooth surface (to be supplied
locally.)

8. Vented wall and transition pieces {optional)

Process

1. Seal concrete slab against moisture. On concrete slab, use liquid moisture barrier
such as Bone Dry Plus or Stagestep® Vapor Barrier plastic sheeting 8 mil or
greater. If using plastic sheeting rofl out and place so each sheet overlaps 5" - 7
with Moisture Proof Tape at seams, and allow to run up to wall and tape with
same Moisture Proof Tape at base of perimeter 1o seal moksture below.

Springstep™ Il Subfloor Continues on Page 33...
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Glue or peel and stick foam blocks to bottom layer of ply. (See schematic
below.)

Position bottom layer of ply with foam affixed. Stagger seams.
Run top layer of ply perpendicular to bottom layer. (See schematic on page 35.)

Floor is complete when you reach the walls or the desired size. Leave 2" gap
around perimeter.

Use 1° -1 %" continuous thread wood deck screws with counter sinking
heads. (5ee schematic below.)

Tape or patch screw heads and sand seams to realize smooth surface if
Necessary,

Three foot transition pieces are availabie. May require a custom order.
Call (800) 523-0960 or email sales@stagestep.com.

Note: Do not use any wood with moisture content exceeding 10%.

Caution: By using substandard wood and/or hard-wood, you increase the risk
of subfloor failure. Rough edges, defective or non-specified screws can result in
damage to your wear surface. Double check your subfloor is secure.
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SPRINGSTEP™ |l SUBFLOOR

Construction
Materials Needed:

1.

Two Layers of 12" underlayment grade solid core no void plywood, one side
finished. (To be supplied locally.)

Stagestep® 'z foam sheeting (ralls come in 5" width by your custom length up
10 100.)

1"=1 %" continuous thread wood deck screws with counter sinking heads. Do
not use drywall screws or nails. (To be supplied locally.) (See schematic.)

Vapor barrier (choice of plastic sheefing such as Stagestep® Vapor Barrier with
reinforcement scrim laminated between polyethylens layers or a liquid vapor
barrier such as Bone Dry Plus.

Moisture Proof Tape to tape vapor barrier al seams if using plastic sheeting,

Tape or floor patch to fill screw holes and realize a smooth surface. (To be
supplied locally.

Process

Seal concrete slab against moisture. On concrate slab, use liquid moisture

barrier such as Bone Dry Plus as directed, or Stagestep® Vapor Barrier plastic

sheeting 8 mil or greater. It using plastic sheeting roll out and place so each sheet
overfaps 5" — 7° with Moisture Proof Tape at seams, and allow to run up o wall

and tape with same waterproof tape at base of perimeter to seal moisture.

FRoil out foam sheeting to conform to slab.
Tape seams of foam sheating.

Loosely lay bottom layer of ply directly on foam. Stagger seams.

Springstep™ Wi Subfloor Continues on Page 35...
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5. Run top fayer of ply perpendicular to bottom layer. (See schematic below.)

6. Floor is complete when you reach the walls or desired size. Leave 1" gap
around perimeter,

7. Use 1™ =1 %" continuous thread wood deck screws with counter sink heads.
{See schedule on page 33.)

B. Tape or patch screw heads and sand seams to realize smooth surface if
necessary.

Note: Do not use any wood with moisture content exceeding 10%.

Caution: By using substandard wood and/or hardwood, you increasa the risk of
subfloor failure. Rough edges, defective or non-specified screws can result in
damage o your wear surface. Double check your subfioor is secure.

SPRINGSTEP™ Il CROSS SECTION

L | TOP LAYER 172" PLYWOOD {FINISHED ONE SIDE)
SO eoTTom Laves 1z PLYWOOD
S0 . D0 Vrroam

e o
H cvss
T N T T T T T T T T T T T AT AT AT FATLTRT
¢ (A RKRNNANKE KKK CONCRETE SLAB

R y A
AR

TOP LAYER

BOTTOM LAYER

]
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SPRINGSTEP™ IV PLUS SUBFLOOR

Springstep™ IV Plus is a nominal 2° x 2° high-resin board for enhanced durability.
Comes pre-assembled with 34" thick L-Shaped foam forms. Designed for multi-purpose
studios,

Springstep™ IV-A Plus

Unassembled panels with 1" thick foam sheeting (for firm, absorbent floor and sound
reduction). Excellent for baliroom dance.

Springstep™ IV-B Plus and Springstep™ IV-C Plus

Unassembled panels with 2° foam cubes for increased resiliency. Ideal for high impact
activities. Springstep™ IV-B Plus panels come with 27 cubes without adhesive.
Springstep™ IV-C Plus panels come with 2" cubes with peel-and-stick adhesive.

Springstep™ IV-D Plus is a nominal 2' x 2' board made with a resin that resists moisture.
Comes pre-assembled with 33" thick L-Shaped foam forms and 1/2™ pivwood brakes to
minimize compression of foam, Designed for area which will have stationary weight and for
use in block box theaters.

Construction
Materials needed:
1. Springstep™ IV Plus subfloor panels.

2. Vapor barrier (choice of plastic sheeting such as Stagestep® Vapor Barrier with
reinforcement scrim laminated between polyethylene layers or our lguid vapar
barrier, Bone Dry Plus.

3. Moisture Proof Tape to tape vapor barrier at seams if using plastic sheeting.

4. Vented Wall Base. {Optional)

5. Transition Pieces. (Optional)

6. Tools: Rubber maHet or hammer, 2 x 4 block, rotary saw to cut perimeter panels.

Springstep™ IV Plus Subfloor Continues on Page 37..
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Process

3.

Seal concrete slab against moisture. On concrete slab, use liquid moisture barrier
such as Bone Dry Plus as directed or Stagestep Vapor Barrier plastic sheeting
B mil or greater. If using plastic sheeting roll out and place so each sheet overlaps
5"=7" with Moisture Proof Tape at seams, with same waterproof tape at base of
penimeter to seal off moisture from bekow.

Press or tap beards into each other making sure to stagger seams. Can use maklet
and 2 x 4 blocks on groove side of panel,

Every other row should begin with a full board. Rows should alternate starting with
full boards and half boards as illustrated. (See page 38.) Cut boards should be no

less than 5° in length and have repositioned foam beneath along the perimeter of

the panel.

Leave '™ - ¥2" gap at walls to allow air to circulate
Floor is compiete when you reach the walls or the desired size.

Vented Wall Base and transition piaces/ramps are available.

The average two-person crew can compiete a minimum of 125-150 sq. 1. per howr,
1,000-1,200 sq. ft. per day.

Note: A vapor barrier on your slab s required with all subfloors. The use of
Stagestep® Vapor Barrier, 8 mil is mandatory when installing our products over,
above, on, or below grade concrete. Failure to do 50 will void all warranties.

*Resiliency is the measurement of “spring.” Increased resiliency = more "spring.” Less
resiliency = more firm. Shock absorption of all S5V products is virtually the same and
helps to prevent dance and sport related impact injuries,

Springslep™ IV Plus Subfioor Continues on Page 38...
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SPRINGSTEP™ IV PLUS SUBFLOOR
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SPRINGSTEP™ [V-A PLUS SUBFLOOR
Greater energy absorbency and sound reduction,
Construction

Materials needed:

1. Stagestep® Springstep™ IV Plus panels.

2. Stagestep® %" foam sheeting (rolls come in 5 width by your custom length up
to 100."

3. Vapor barrier (choice of plastic sheeting such as Stagestep® Vapor Barrier
with reinforcement scrim laminated between polyethylene layers or Stagestep®
supplied liquid vapor barrier Bone Dry Plus.

Springstep™ IV-A Plus Subfloar Continues on Page 39...
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SPRINGSTEP™ [V-A PLUS SUBFLOOR

B.

Moisture Proof Tape to tape at foam sheeting seams and also lape vapor barrier
at seams If using plastic sheeting.

Vented Wall Base. (Optionaf)
Transition pieces or ramps. (Optional)

Tools: Rubber mallet or hammer, 2 x 4 block, rotary saw to cut perimeter panels.

Process

3

Seal concrete slab against moisture. On concrete slab, use liquid moisture

barrier such as Bone Dry Plus as directed or Stagestep® Vapor Barrier plastic
sheeting & mil or areater. If using plastic sheeting, roll out and place 50 each sheet
overlaps 5" — 7" with Moisture Proof Tape at seams, with same waterproof tape
at base of perimeter to seal off moisture from below.

Rall out foam sheeting to conform to sfab. Cut with sharp matte Knife to fit.
Tape seams of foam sheating.

Press or tap boards into each other making sure to stagger seams. Can use maket
and 2 x 4 blocks on groove side of panel.

Every other row should begin with a full board, Rows should alternate starting
with full boards and half boards as illustraled. {See page 38.) Cut boards should
be no less than 5” in length and have repositioned foam bereath along the
perimeter of the panel.

Leave %" - 1/2" gap at walls 1o allow air to circulate.
Floor is complete when you reach the walls or the desired size.

Vented Wall Base and transition pleces/ramps are available. The average two-
person crew can complete a minimum of 150-200 sq, ft. per hour, 1,600 sq. fi.

per day.
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SPRINGSTEP™ IV-B PLUS AND

SPRINGSTEP™ IV-C PLUS

Greater resilience and bounce.

Construction
Materials needed:

1. Springstep™ IV-B Plus and Springstep™ IV-C Plus subfioor panels. For
increased resiliency.

2. Stagestep® 2" high density foam cubes. 2" loam cubes and Springstep™ IV
Plus panels will ship in separate packages.

3, Contact cement or liquid nails for S5IV-8 to be supplied locally but not needed for
SSIV-C panels which come with peef and stick cubes.

4, Vapor barrier (choice of plastic sheeting such as Stagestep® Vapor Barrier
with reinforcement scrim laminated between polyethylens layers or Stagestep®
supplied liquid vapor barner Bone Dry Plus.

5. Moisture Proof Tape to tape vapor barrier at seams if using plastic sheeting,

6. Vented Wall Base. (Optional)

7. Transition pieces or ramps. (Optional)

B. Tools: Rubber maliet or hammer, 2 x 4 block, rotary saw to cut perimeter pangls.

Process

1. Seal concrete slab against maisture. On concrete slab, use liquid moistere
barrier such as Bone Dry Plus as directed or Stagestep® Vapor Barrier plastic
sheeting & mil or greater. If using plastic sheeting roll out and place so each sheet

Springstep™ N-B Plus & Springstep™ IW-C Plus Subfioor Continues on Page 41...
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overlaps 57" with Moisture Proof Tape at seams, with same waterproof tape
at base of perimeter to seal off moisture from below.

2. S5IV-B Plus and SSIV-C Plus panels are shipped bottom-side up which is
typically lighter in color. (See page 38 for foam block layout). After attaching foam
cubes flip right-side up. Gluefapply foam cubes with liquid nail/'contact adhesive
or “peel and stick” to bottom of SSIV-B Plus or SSIV-C Plus panel.

d. Press or tap boards into each other making sure to stagger seams. Can use maliet
and 2 x 4 blocks on groove side of panel.

4, Every other row should begin with a full board. Rows should alternate starting
with full boards and half boards as fllustrated (See page 38.) Cut boards should be

o less than 5% in length and have repositioned foam beneath along the perimeter
of the panel.

6. Leave %" — 12" gap at walls to allow air to circulate and floor to expand.
G. Floor is complete when you reach the walls or have achieved the desired size.
7. Vented Wall Base and Transition pieces/ramps are available (Cpticnal.)

After foam cubes have been aftached to the panels, the average two-person crew can
complete 125-150 sq. ft. per hour, 1,000-1,200 sq. ft. per day.

The use of Stagestep® Vapor Barrier. 8 mil or better plastic barrier, s mandatory
when installing our products over, above, on, below grade concrete. Failure to do so
will void all warranties.

Note: Al wood components must be acclimated to the room prior to install,

Temperature must be maintained between 65-75% and humidity between 40-60%.
Failure to do so will result in warranty being voided.
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PERMANENT HARDWOOD FLOORING

Permanent Hardwood Flooring System using SpringFlex™

This floor should only be installed by professional floor installers

1. On concrete slab, use liquid moisture barrier such as Bone Dry Plus as directed
or Stagestep® Vapor Barrier plastic sheeting 8 mil or greater. if using plastic
sheeting roll out and place so each sheet overlaps 5" = 7 with Moisture Proaf
Tape at seams, and tape with same waterproof tape at base of perimeter to seal
off moisture from below. Check that the floor i1s dry, even and dustless. Install the
first component part of the subfloor parailel to the walls. Install subfloor following
perimeter walls, and around the poles and pillars as well. Remember to leave
a gap of at least 1/2 inch and up to 2 inches (large gaps will require special
malding to visually cover the gap) between the wall/pele/piflars and the subfioor
components. Wedges can be used to adjusted and maintain the gap. (See image 1
on page 44).

2. Install the first component row at a 45 degree angle to the wall. Measure 16" 4"
from the corner to each side. This is how you get a 45 degree angle. (See image 2
on page 44}

3. Continue installing with the 45 degree angle. You can install several rows (e.0. 3
rows) at the same tima. Check that the measurements between the elements are
14" (inches) center to center and the empty area between the elements is approx.
12" (inch). An end joint in one row needs to be staggered at the minimum of 20"
(inches) from an end joint in the next row. (See image 3 on page 44).

4. Install the entire area. (See image 4 on page 44),

5. Instail wood beards en top of Stagestep's SpringFlex™ subfioor. Apply a bead of
glue on the subfioor strip prior to placing each hardwood strip. Maintain same gap
distance from the hardwood to wall as used during subfioor instaliation. Space
can be adjusted and maintained by using wedges (See image 5 on page 44).

Permanent Hardwood Flooring Continues on Page 43...
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6. WNail the wood board to each subfioor sinip using standard hardwood staples.
Fasteners should be of the glue coated type. Do not use normal nails or screws.
Follow standard hardwood nailing procedures using a hardwood floor nail gun and
driving fasteners/staples through the tongue at 45° degree angle (See image 6 on
page 44),

7. Apply glue to the groove of the short side of the hardwood board. Glue may also
be appiied to the length of the long side of the board. Also remember to apply glue
between the hardwood board and the subfloor strips. Hardwood end joints in one
row needs to be staggered at the minimum of 20 inches from an end joint in the
next row {See image 7 on page 44).

8. Continue 1o lay the boards until the floor is finished, remove all wedges. Apply any
additional coatings as instructed. If instafling vented molding or other decorative
frim pieces be sure to not install tightly against floor surface. (See image 8 on
page 44),

Stiffening
The fioor must be stiffened e.g. near the doorways, auditoriums, storages and other

places, which carry heavy loads. Stitfen the sprung structure by using pieces of
plywood. Use glee and nails to keep them in place (See image 9).

Note: Permanent wood flooring system should must be instalied by a professional
installer who is familiar with installing this type of flooring system. Stagestep® has
a recommended installation team that ensurnes the proper install. Local instaliers
must consult with a Stapestep® representative prior to installation and must take
responsibility for any repairs resulting from faulty instaliation.

Permanent Hardwood Flooring Continues on Page 44...
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PERMANENT FLOORING

Permanent Flooring System using SpringFlex™ and Rollout Vinyl

Canstruct SpringFlex™ subfloor system as described on page 42-42 and below
images #1 - #9. Instead of floating hardwood on diagonally-oriented beams, substitule
a layer of 12" 0SB Tongue & Groove (bottom) and *" Luan (top). (For position, see
schematic on page 35.) it is critical to use T & G 058, Pre-position 0S8 for comers

to be supported by SpringFlex™ optimally. Use glue whole length of SpringFlex™
sleeper and then 3 screws for each sheeper as well, The luan will need to be stapled to
the OSB 4 1/2" to 6" on center in middle and every 1 1/2" along the seam. All seams
need to be tight. Rollout vinyl to be installed on top to complete. (See pages 15-29.)

This floor should only be installed by professional fioor insfallers.

IMAGE 1 " IMAGE 2 IMAGE 3

IMAGE 7 IMAGE & IMAGE 9
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ENCORE™ FLOORING

Preparations

Store the floor planks in the room of installation. Allow to acclimate at least 48
heurs prior to install, Encore™ fleoring with click and lock s laid as a fioating floor,
Encore™ is joined together without being attached to the existing floor. The planks
are joined together without glue.

* The subfloor must be dry, level and solid.

= (Check the level of the subfloor over a measured length of 7 ft. and a measured
length of 1 ft. if any unevenness s greater than 1/8" over a measured length of 7 ft.
or greater than 1/16" over a measured length of 1 ft. the subfloor must be leveled
first,

* The room must be set at 2 uniform temperature between 68 and 78° F with a
refative humidity between 40-60%. If the relative humidity is less than 30%, there
is an increased risk of the planks becoming concave. Both the room and the planks
shall be warmed to normal room use temperature before the floor is laid. In most
cases, the flooring needs to be protected against molsture from the concrete
surface below by using Stagestep® Vapor Barrier.

Mote: Instailing a vapor barrier is required on any siab made of concrete or concrete
joists. concrete fiooring directly on the ground, crawl space foundation, or underfloor
heating systems. The slab should be cleaned thoroughly to avoid mold.

= [n concrete siab, use liquid moisture barrier such as Bone Dry Plus as directed
or Stagestep® Vapor Barrier plastic sheeting 8 mil or greater. If using plastic
sheeting roll out and place so each sheet overlaps 5"-7" with Molsture Proof
Tape at seams, and at base of perimeter o seal off moisture from befow. Check the
fioor is dry, level and dustiess.

Encore™ Flooring Continues on Page 46...
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ENCORE™ FLOORING

= The planks should be laid 50 that the length or the long-side of the boards spans
the short-side or narrowest dimension of the room. The floor moves as the air
humidity changes and therefore there must be a movement joint of at least 12" and
up to 17 next to walls and fixed objects in the room. This movement joint shall be
provided around the entire floor,

= The cove base needs to be 50% wider than the movement joint. Example: if you
have installed the floor with a movement joint of 34" in between the floor and
wall, the cove base must be al least 11" otherwise there is a risk that the floor's
shrinkage will mean that you will get a gap between the floor and the cove base
when the floor shrinks during periods of humidity.

Instaliation

1. Waork out first how many planks you need. If the last plank is narrower than 27,
you will need to saw the first plank as well, When installing fiooring with click and
lock, the work is made easier if you start with the long side that has most doors. If
there are doors on the short side of the room, begin each plank row on that side.

2. Startin a comer and work from left to nght with the long underlip out towards the
room, The distance of the long side to the wall can be adjusted later when threa
rows have been laid, (See image 1 on page 50.)

J. An additional element must be installed using double-sided tape on the underside
of the plank on the wall side to stop the plank from “sagging.” This element is
provided by cutting excess support material from the boards that will be instalied
in the last row. This support element will be approximately 1 38" wide x 84" long.
(Typically extra components are added to shipment.) (See image 2-3 on page 50.)

4. Press the next floor plank at an angée against the first one and lay it down.
Continue in the same way along the length of the first row. A gap of %" to 1" must
be maintained around the perimeter of the floor, (See image 4 on page 50.)

Encore™ Flooring Continues on Page 47..
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B

Cut the last plank in the first row to the correct length and begin the next row with
the piece that is left over. Check using the piece of string that the starting planks
lie in a straight line. The end joints of the planks must be staggered by at least 10
in, (fn wall-to-wall installations). (See image 5 on page 50.)

Make a staggered pattern of pianks width-wise (See image 6 on page 50.)

Press the floor plank at an angle against the plank in front. Tap lghtly with a hand
béock while carefully pressing down the plank at the same time. (5ee image 7 on
paige 50.)

Press in a wedge at the short end under the plank already installed (See image B
on page 50

Press in the next plank’s short end at an angle and lay down the long side (See
image 9 on page 50.)

10. Tap lightly with the hand block on the long side at the same time as you carefully

press the plank down and it will be easier to position it.

Tip: The work 15 easier it you screw together two blocks so that the hand block 15
higher (See image 10-11 on page 50.)

11. The first floor row sometimes needs to be adjusted to a crooked wall. Draw the

contour of the wall on the floor planks. Saw the last plank but remember that
an additional resilient element may need to be installed using double-sided tape
undernaath on the wall side to prevent the plank from “sagging”. (See image 12
on page 50.)

12. Holes are drilled in the plank for heater pipes. The holes shall be at least twice

as large as the calculated movement joint plus the pipe’s diameter, Example: If

Encore™ Flooring Continues on Page 48...
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ENCORE™ FLOORING

13

the fioor is 32 feet wide, 32x.02 = .6 in, This means that the hole must be 1.2"
larger than the pipe. Saw. When the plant is fitted, the sawn-out piece is glued in
place and the holes covered with pipe collars, If you need to cut a door architrave,
use a floor plank as an underay so you get exactly the right height If you need

io knock a plank length-ways, protect the plank joint with a cut-off from a short
end. Skirting boards must not be nailed or pressed down so that the floor is
locked. All connection rails must be anchored in the concrete to permit natural
mavement of the wooden floor. if you plan to carry out more building work in the
room, remember to pratect the floor with protective paper that allows maisture
through. Our floors should not be installed untit all other building work has been
completed. Planks can be aid from all directions if necessary. Encora™ flooring
i5 also easy to take up. This facilitates installation around doors, for example. (See
image 13 on page 50.)

Proceed as follows if you cannot gain access to angle in a plank under a door
architrave or low radiators, for example:;

= Cul away 2/3 of the locking edge. (See image 14a on page 50.)

= Glue, Tape the plank into place using a cleat, (See image 14b on page 50.)

Encore™ Flooring Continues on Page 49...
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Care & Maintenance

One of the major benefits with Encore™ is that it is 50 easy to keep clean, Daily care
is best done by vacuum-cleaning or using a dry mop and occasional mofst wiping
using a well-wrung cloth. Use ProClean™ or floor cleaner with a pH no higher than

8, If a cleaning machine is used, the amount of water used should be as littie as
possible, The machine must not leave any watermarks when it turns or stops. Residual
moisture shall have dried compietely within a minute. Follow the instructions for the
respective surface freatment during maintenance.

Spiliage will not leave any traces on Encore™ if wiped up immediately. If the floor

12 subject to heavy wear, it is probably best to renovate it by machine sanding and
applying a new surface treatment. Encore™ has a surface layer that can be sanded
and refinished at least two times. If you should get a mark on the floor you can try and
remove it using a mild detergent (without ammonia) such as ProGlean™, with diluted
warm water. Take care when using strong stain removal materials since using too
much and applying too much pressure could affect the finish.

MNote: Ask the advice of our staff if you have any guestions conceming building
moisture, if you plan to install a floor on a strecture that is different than what we have
descnbed here or it anything else is unclear. If you find a damaged or faulty plank, put
it aside. It can be surpfus or used for finishing.

Encore™ Flooring Continues on Page 50...
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ENCORE™ FLOORING
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VENTED WALL BASE

1. The purpose of Vented Wall Base is to cover the 4" to 2" gap between the
subfloor and the wall while still allowing moisture from the room o escape from
beneath subfloor and not be trapped causing the subfloor to fail. Install 551V,
or other sub-floor system as required leaving " fo %" half inch gap around
perimeter of room. (See images 1 & 2 on page 52).

2. Starting in the corner of the room, affix vent backing to wall using Vented Cove
Based Double-Faced Tape or cove base adhesive so that the top of the vent
backing is 4 inches above the surface of the subfloor. Note some of the vent
backing will be below the sub-floor surface in the gap that was made during
installation of the sub-floor, When using 2° cove base double-faced tape, use
a double run (4" total) to secure both white-fluted strips or panels to the wall
and the vinyl cove base 0 the white strips. Be careful not to cover or obstruct
air fiow throwgh those white strips. That will defeat the whole purpose of using
Stagestep's Vented Wall Base. (See image 3 on page 52).

3. Confinue installing vent backing around the entire perimeter of the room making
cuts as needed.

4. Install surface as instructed. (See image 4 on page 52). Trim floor surface flush to

the edge of the sub-fioor. Do not install surface tight to the vent backing, and use
caution not to damage-vent backing.

5, Install Vented Cover Base by starting in corner of room and adhering base to the
vent backing using Vented Cove Based Double-Faced Tape or cove base adhesive,
Contintie around perimeter of room frimming base where needed.

Tip: To create finished corners cut toe of base on a 45 © degree angle using a
standard utility knife. (See image 5 on page 52).

Note: Base toe can be heat welded to floor surface using standard heat welding

procedures, however, this process should only be done by a trained professional.
Vented Wall Base Continues on Page 52...
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VENTED WALL BASE

IMAGE 1 IMAGE 2

IBMAGE 3 IMAGE 4
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FLOORSHIELD™ |

Initial Application on Vinyl Floors

Deep clean or strip the Floor (as required):

1, Remove coarse dirt by vacuum or sweeping.

If DEEP CLEANING:
2. Dilute ProGlean™ Ultra as required 2 oz to 1 gallon of water,

It STRIPPING:

2, Dilute stripper as required. New unfinished floors only require LIGHT BUILD-UP
dilution.

DILUTIONS:

LIGHT BUILD-UP & oz per gallon hot/warm water
MEDIUM BUILD-UP 16 oz per gallon hot'warm water
HEAVY BUILD-UP 24 oz per gallon hot/warm water

3. Apply solution liberally to cover a workspace of about 100 square feel. Apply liberaily
but not so heavily to run into puddles or run under files.

4. Allow 3 to 5 minutes for sodution to penetrate. DO NOT ALLOW SOLUTION TO DRY,

5. Run floor scrubbing machine over surface of floor.

6. Pick up dirty solution with wet vac or mop.

7. Rinse area thoroughly with clear water.

8. Aliow floor to complete dry before proceeding to apply finish.

Finish the Floor:

Maintain temperature in the 68° to T8 range, Windows and all outside doors should be
closed during application and drying. Floor should not be exposed to sunfight. Radiant
heated floors should be turned off several hours before finishing.

1. Shake bottie of FloorShield™ Il Finish thoroughly.

2. Pour directly on fiooring. Use the applicator(s) supplied with the FloorShield™ I
Finish to apply 2 coats to the fioor, Une coat is applied to vinyl flooring, the second coat
is applied perpendicular to the first coat. When applying the finish, do not put pressure on
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FLOORSHIELD™ |

the applicator, FloorShield™ |l Finish should be applied so that solution will self-level. Each
bottle of finish covers 500/sf for 2 coats.

3. Apply FloorShietd™ Il Finish in straight, even strokes that will cover fully,

4. Allow to dry completely. Do not re-work finish while it is drying. Floor should not be
subject to air circutation from fans or open widows.

5. When dry, an additional coat, or coats, may be applied if needed. We recommend a minimum
of two coats applied perpendicularty to prior coat. Each botthe of finish covers a litthe mone than
500vst for 2 coats, You must apply the 2 coats of finish within a 24-hour period but ideally as soon
after prior coat is completely dry to the touch,

6. FloorShield™ [l Finish will continue to harden over a week, Allow 36 hours o pass before
barefoot dancing on the floor, tap dancing 48 hours.

Initial Application on Wood Floors

Room temperatere should be maintained between 68°-78" F and refative humidity between
40-60%. Windows and all outside doors should be chosed during application and drying. Floor
should not be exposed to sunlight. Radiant heated floors should be turned off several hours before
finishing. Floor must be coarse sanded, fine sanded, clean, dry, free of dust, grease, ofl and wax.
Wood fioor must be prepared same as any wood fioor to be finished.

1 Shake bottle of FloorShield™ Il Finish thoroughly.

2. Apply FloorShield™ Il Finish evenly in the direction of the wood grain using applicator
supplied. Never pour FloorShield™ Il Finish directly on an unfinished wood floor. It must be
dry fo the touch one hour before proceeding to the next step. Do nof wse fans or forced air ©
dry the finish. Allow the natural drying time.

3. If grain is raised, lightly fine sand before applying next coal. After sanding always damp
mop floor so that it is clean and free of dust.

4. Repeat application process perpendicular to prior coating with at least 2 additional
coats.

5. FloorShield™ [I Finish will continue to harden over next several days. Allow 36 hours
bafore barefoot dancing on the ficor, 48 hours before tap dancing.

FloorShield™ for Wood Continues on Page 55...
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FLOORSHIELD™ |

Re-Application on Vinyl and Wood Floors

Scuff the Floor:

1. Place stripper pad (black) onto a floor machine and use dry.

Heavily scratch wood floors may requirg more extensive sanding/screening with a codrse
sanding followed by a fine sanding.

2. Remove coarse dirt by vacuum or sweeping,

3. Do a warm water rinse to clean the floor of any residue. Make sure all residue/dust
rasulting from the scuffing is removed from the floor or the finish will not adhere.

Finish the Floor;

Room temperature should be maintained between 68°-78° F and refative humidity between
40-60%. Windows and all outside doors should be closed during application and drying.
Floor should not be exposed to sunlight. Radiant heated Noors should be tumed off several
hours before finishing.

1. Shake bottle of FloorShield™ Il Finish thoroughly.

2. Pour directly on flooring. Use the applicator(s) supplied with the FloorShield™ Il Finish
to apply 2 coals to the floor. The coals should be applied perpendicularly which generally
assures no spot is lefl uncoated. Be careful to apply coating to entire floor evenly. When
applying the finish, do not put pressure on the applicator. FloorShield™ Il Anish should be
applied so that solution will self-level. Each bottle of finish covers 500/sf for 2 coats.

3. Apply FlporShieid™ Il Finish in straight, even strokes that will cover fully.

4, Allow 1o dry completely. Do not re-work finish while it is drying. Floor should not be
subject to air circutation from fans or open widows.

3. When dry, an additional coat, or coats, may be applied if needed. We recommend a
minimum of two coats applied perpendicularly to prior coat. Each bottle of finish covers

a little more than S00/sf for 2 coats. You must apply the 2 coats of finish within a 24-hour
period but ideally as soon after prior coat is completely dry to the touch.

4. Allow the natural drying time. FioorShield™ || Finish will continue to harden owver next several
days. Allow 36 hours before barefoot dancing on the fioor, 48 hours before tap danceng.

5. Wood floors may require fine sanding between coats of FloorShield™ Il Finish
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	1. Upon information and belief, Elite Flooring, Inc. (“Respondent”) is a corporation organized under the laws of the State of California.
	2. Upon information and belief, Respondent has a principal place of business at 3550 Meeker Ave., El Monte, California 91731.
	3. Upon information and belief, Respondent is the owner of U.S. Trademark Registration No. 6603389 (“’389 Registration”) for the mark ENCORE registered for use with “vinyl flooring; vinyl floor tiles and planks; non-metal floor tiles and planks; non-m...
	4. The ‘389 Registration claims the dates of first use anywhere and in commerce are October 1, 2021.
	5. On August 3, 2022, Stagestep filed U.S. Application Serial No. 97533661 for the mark ENCORE for use with “portable hardwood flooring; portable hardwood flooring panels” in International Class 019 (“Stagestep’s Application”).  The TSDR extract of th...
	6. On May 26, 2023, the USPTO issued an office action to Stagestep’s Application citing Respondent’s Registration as a barrier to registration based on likelihood of confusion.
	7. Stagestep has used the mark ENCORE with “portable hardwood flooring; portable hardwood flooring panels” anywhere and in commerce since at least as early as October 23, 2004, and has acquired significant common law trademark rights and goodwill in i...
	8. On July 11, 2023, Stagestep filed an Amendment to Allege Use for the Application.  The Amendment to Allege Use is incorporated herein as Exhibit B.
	9. Stagestep’s October 23, 2004, date of first use is earlier than Respondent’s October 1, 2021, date of first use.
	10. Stagestep believes its ENCORE mark is famous and became famous prior to the ‘389 Registration’s application filing date on September 13, 2018.
	11. Continued registration of the ‘389 Registration is likely to damage Stagestep by blurring and dilution by tarnishment of Stagestep’s ENCORE mark.
	12. Respondent’s continued use of the ENCORE mark when used in connection with the registered goods so resembles Stagestep’s ENCORE mark as to be likely to cause confusion, to cause mistake, or to deceive.  Such confusion is likely to falsely suggest ...
	13. Stagestep has been damaged and will continue to be damaged by the continued registration of the ‘389 Registration.
	WHEREFORE, Stagestep, Inc. respectfully requests that U.S. Trademark Registration No. 6603389 for the mark ENCORE be cancelled.  The statutory cancellation filing fee of $600.00 is included herewith.  Please charge any additional fees and credit any ...
	DATED this 28th day of August, 2023.
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